
TECHNICAL GUIDE

MBS manual motor starters



MBS manual motor starters

Fuseless protection saves costs, 
space and ensures a quick reaction 
under overload and short-circuit 

Protection and control
Protect equipment and installations

-

Continuous operation
Secure uptime

Speed up your projects

-
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Ready for IE3 motorsProtection wherever you are

MBS manual motor starters

 
-

short-circuit breaking capacities up 

-

Right solution  

troubleshooting a lot easier and 
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MBS32NG
MBS32NH

MARNLLA

MAHN..LR 
MAHN..LL 

MAANLLA

MBS63NH

MAHN..FB 

MBS manual motor starters

Easy to connect

-

Safety at work

 
-

Various accessories like auxiliary con-
tacts, signaling contacts, shunt trips, un-
dervoltage releases as well as busbars 

With a lockable handle 
 

  
 

using a connecting link
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Rated
operational 
power
400 V
AC-3, AC-3e

Short-circuit

capacity Ics
at 400 V AC

Rated 
instantaneous 
short-circuit 

li 

Type Order code
(1 pce)

kW A kA A

MBS32NG manual motor starters  
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Rated  
operational 
power 400 V 
AC-3, AC-3e

Short-circuit 

capacity Ics  
at 400 V AC

Rated 
instantaneous 
short-circuit 

li

Type Order code
(1 pce)

kW A kA A

MBS32NH manual motor starters

 6



55
17.5 17.5 

95.5 
122.1

5.5

93.5

10
6

1.7
5

14
2.6

5 
35

76
.3544

.9 

2.05

2.17"
0.69" 0.69"

3.76"
4.81"

0.22"

3.68"

4.1
7"

0.0
7"

5.6
2"

1.3
8"

 3.
01

"
 1.

77
"

0.08"

-

-

MBS63NH manual motor starters

Rated 
operational 
power
400 V 
AC-3, AC-3e

Short-circuit 

capacity Ics at 
400 V AC

Rated 
instantaneous 
short-circuit 

li

Type Order code
(1 pce)

kW A kA A

MBS63NH

MBS63NH-650
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Type MBS32NG MBS32NH MBS63NH

8 kV

Rated operational current Ie
  

Rated instantaneous short-circuit current setting Ii
Rated service short-circuit breaking capacity Ics

Yes

Type 230 V AC 400 V AC 440 V AC 500 V AC 690 V AC
Ics Icu Ics Icu Ics Icu Ics Icu Ics Icu
kA kA A kA kA A kA kA A kA kA A kA kA A

- - - - - 
- - - - - 
- - - - - 
- - - - - 
- - 
- -
- - 
- - 

lcs Rated service short-circuit breaking capacity
lcu
lq (Icc) Rated conditional short-circuit current
-

MBS32NG, MBS32NH, MBS63NH 
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lcs Rated service short-circuit breaking capacity
lcu
lq (Icc) Rated conditional short-circuit current

Type 230 V AC 400 V AC 440 V AC 500 V AC 690 V AC 250 V DC (2)
Ics Icu Ics Icu Ics Icu Ics Icu Ics Icu Ics Icu
kA kA A kA kA A kA kA A kA kA A kA kA A kA kA A

- - - - - - 
- - - - - -
- - - - - -
- - - - - -
- - - - - -
- - - - - -
- - - - - -
- - -
- - -
- - -
- - -
- - -
- - -

-
-

> lcs

Type 230 V AC 400 V AC 415 V AC 440 V AC 500 V AC 690 V AC 250 V DC (2)
Ics Icu Ics Icu Ics Icu Ics Icu Ics Icu Ics Icu Ics Icu
 kA kA A kA kA A kA kA A kA kA A kA kA A kA kA A kA kA A

- 
8 -
8 - 

18 18 18 18 8 - 
18 18 18 18 8 -

MBS32NG, MBS32NH, MBS63NH 
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Type MBS32NG MBS32NH MBS63NH

Type MBS32NG MBS32NH MBS63NH
• • •
• • •
• • •
- • •

 - - -

- - -

MBS32NG, MBS32NH, MBS63NH 
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MBS32NG, MBS32NH, MBS63NH 

Type 110-120 V AC 220 … 240 V AC 440 … 480 V AC 550 … 600 V AC
hp FLA LRA hp FLA LRA hp FLA LRA hp FLA LRA
- - - -
- - - -
- - 8
- -
- 1
- 1

1
11 11

81 11
81 17

Type 200 V AC 208 V AC 220 … 240 V AC 440 … 480 V AC 550 … 600 V AC
hp FLA LRA hp FLA LRA hp FLA LRA hp FLA LRA hp FLA LRA
- - - - -
- - - - -
- - - - -
- - - - -
- 1 - 1 - 1 - 1 1
- - -

1
1

1 1

11 71 11 11
11 71 81 11

81 17

Type 200 V AC 208 V AC 220 … 240 V AC 440 … 480 V AC 550 … 600 V AC
hp FLA LRA hp FLA LRA hp FLA LRA hp FLA LRA hp FLA LRA

77 77

hp
FLA
LRA
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Type Manual Motor Controllers
for motor disconnect (2)

Fuses Circuit breaker 480 V 600 V 480 V 600 V
A A kA kA kA kA

18 18
18 18
18 18
18 18
18 18
18 18
18 18
18 18

Type Manual Motor Controllers
for motor disconnect for tap conductor 

installations
Fuses Circuit breaker 480 V 600 V 480 V 600 V 480 V 600 V
A A kA kA kA kA kA kA

18 18 18
18 18 18
18 18 18
18 18 18
18 18 18
18 18 18
18 18 18

MBS32NG, MBS32NH, MBS63NH 
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Type Motor Disconnect, Group Installations
in Group Installations Coordination Type 2

Minimum contactor size 480 V 600 V

kA kA

18

18

18

18

18

18

18

18

MBS32NG, MBS32NH, MBS63NH 
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MBS32NG, MBS32NH, MBS63NH 

Type Manual Motor Controllers
for motor disconnect

installations installations
Fuses Circuit breaker 480 V 600 V 480 V 600 V
A A kA kA kA kA kA kA

General technical data
Type MBS32NG MBS32NH MBS63NH

Yes Yes Yes
Yes Yes Yes

-

   

- -
- -

Vertical
 

electrical conductive board

Vertical
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MBS32NG, MBS32NH, MBS63NH 

Type

Rigid 

Flexible

Type

Rigid 

Flexible

Type MBS63NH

Rigid stranded 

Flexible
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MBS32NG
MBS32NH

MARNLLA

MAHN..LR 
MAHN..LL 

MAANLLA

MBS63NH

MAHN..FB 

Accessories

MBS manual motor starters with accessories
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Suitable for
contacts 
N.O.

contacts
N.C.

Description Type Order code
qty

 
(1 pce)

1 1

1

1

1 1

1 1

-
-

-

Accessories
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Suitable for Type Order code
qty

 
 (1 pce)

50 Hz 60 Hz

V AC V AC 

Shunt trips – mountable on the left
1

1

1

1

- 1

1

1

- 1

Accessories
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General technical data
Type MAHN..LL, MAHN..LR MAHN..FB

-
-

-

-
-

Type MAHN..LL, MAHN..LR MAHN..FB

Type MAHN..LL, MAHN..LR MAHN..FB

Rigid 

Flexible with insulated 

Flexible

Accessories
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General technical data
Type MARNLLA MAANLLA

 

Rated control supply voltage see ordering details ,  

,  

,  

,  

see ordering details

voltage
-

on request -
on request -

- -

 

Type MARNLLA MAANLLA

Rigid 

Flexible with insulated 1 x

Flexible

Accessories
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Accessories

Manual motor starters with three-phase busbar systems

Three-phase busbar up to 65 A

21



Three-phase busbars 

-

Suitable for Rated 
operational 
current

Number 
of manual 
motor 
starters

Number 
of lateral 

contacts

Type Order code
qty

 
(1 pce)

A

Three-phase busbars

1
1
1
1

Suitable for Rated 
operational 
current

Rated 
cross 
section

Type Order code
qty

 
(1 pce)

A mm²

Three-phase feeder terminals
Flat
Flat

Accessories
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General technical data
Type DBM32 DBM35

Rated operational current Ie

Electrical connection - Main circuit
Type DBM32 DBM35

Rigid 1 x
1 x - -
1 x - -

Flexible 1 x
1 x
1 x

Accessories

23



Accessories
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I ON

0
OFF

119  118  

18
3

17
4 

19
4 

4.69"4.65"

7.
2"

6.
85

"
7.

64
"

I ON

0
OFF

135.7 92 24

12
1 

116.15

  5.34"   3.62"   .94"

  4
.7

6"

  4.57"

 

Suitable for Description Color Type Order code
qty

 
(1 pce)

IP65 enclosures (NEMA Type 12)
1

1

1

1

Suitable for Description Type Order code
qty

 
(1 pce)

Accessories
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Accessories

Suitable for Description Color Type Order code
qty

 
(1 pce)

pce

IP64 handles (NEMA Type 1, 3R, 12)
1

Yellow 1

Driver
1

1

1

Shaft supporter
1
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Via Lisbona 28A/5 - 35127 Padova
049 8075544 - info@elettra.it

www.elettra.it


