
                

ar

 !  
.

. 

bg

cs

da

de

el

en

es

et

fi

fr

hr

hu

it

Attenzione: Tensione pericolosa! Fare riferimento alle istruzioni per l’uso. 
Prima di intervenire su questo dispositivo, scollegare e isolare tutte le 
fonti di alimentazione. Attenzione! L’installazione deve essere eseguita 
esclusivamente da un installatore qualificato. 
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pt A instalação deve ser feita apenas por uma pessoa com especialidade 
eletrotécnica. 
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S A F E T Y  I N S T R U C T I O N
LS132N, LS160N, LS200N
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Contactors



Pos. 5 
Pos. 1 

Pos. 4 Pos. 3 

Pos. 2 

30°30°

Pos 1 ± 30°

M10
Max 32 mm

Max 10 mm

Max 32 mm

28Nm - 248lb.in.

> 5 mm

187

43,8
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Notice:
This product has been designed for environment A. Use of this product in enviroment B may cause unwanted electromagnetic disturbance in wich 
case the user may be required to take adequate mitigation measures

l L

A1

A2

Pozidriv 2 screwdriver
2,9 Nm - 26 lb.in

M5

A1 1L1 3L2 5L3 13X
NO

21X
NC

A2 2T1 4T2 6T3 14X
NO

22X
NC

NC

NC

13X

21X

22X

14X

A1 A2

2T1 4T2 6T3

NO

NO

1L2 3L2 5L3

LS...30-11

I N S T A L L A T I O N  I N S T R U C T I O N
LS132N, LS160N, LS200N

 Contactors

2 x AWG 18 ... 14
1 x AWG 18 ... 14

 

1 x 1 ... 4 mm²
2 x 1 ... 4 mm²

2 x AWG 18 .. 14
1 x AWG 18 .. 14

1 x 0,75 ... 2,5 mm² 
2 x 0,75 ... 2,5 mm² 

1 x 0,75 ... 2,5 mm² 
2 x 0,75 ... 2,5 mm² 

1 x 0,75 ... 2,5 mm² 
2 x 0,75 ... 2,5 mm² 1 Nm -

9 Ib.in

I > 3,5 mm
L < 8 mm 9 mm

Pz 2ø 5,5M 3,5
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According to UL 60947-4-1
Use wire Cu 75°C only.
Impulse withstand voltage (Uimp): 6kV

 

Table 1

TYPE FLA
Herm. ref. comp, AC-8a

400
450
520

300
350
520

2100
2450
3120

LRA
LS132N
LS160N
LS200N

Ballast, AC-5a/
Resistance air heating

Elevator 
duty

125
144
156

Use Pressure Terminal Connectors  type ATK300, ATK300/2, RB770300, RB770300 or use Listed (ZMVV/7), 
Wire Connectors and Soldering Lugs or Wire connectors (Cable pole-shoe) crimped with special factory crimp
tool. Enclosure with min. dimension 36 by 30 by 12 inches should be used. 
Suitable for use on a circuit capable of delivering not more than the max symmetrical amperes at the max voltage shown in table 1 below.  

Definite Purpose magnetic motor controller. Breaking all lines. Max 600V AC, 50/60 Hz:

800L 600J
10
18
18

100
100
100

Fuse A/Class
Max Short-Circuit Current at 208-240V (kA)
Max Short-Circuit Current at 480V (kA)
Max Short-Circuit Current at 600V (kA)
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Assembly Disassembly
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