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SAFETY  INSTRUCTION

Contactors LS and accessories

LS90N, LS110N, LR7N
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Contactors LS and accessories

LS90N, LS110N, LR7N
INSTALLATION  INSTRUCTION
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1 1L

3L2

5L3

LS...30-11

+

L1 1

3L2

5L3

T2 1

4T2

6T3

> 5 mm

Max 22 mm

Max 8 mm

A1 1L1 3L2 5L3 13X
NO

21X
NC

A2 2T1 4T2 6T3 14X
NO

22X
NC

NC

NC

13X

21X

22X

14X

A1 A2

2T1 4T2 6T3

NO

NO

1L2 3L2 5L3

Pz 2

L = 9 mm

l>3,5 mm

L<8mm

l L

M3,5

1 Nm

9 lb.in

A1

A2

5,5

M8

18Nm - 160lb.in

Max 24 mm

Slotted screwdriver
2,9 Nm - 26 lb.in

Pos. 2

Pos. 3Pos. 4

Pos. 1 Pos. 5

30 30

Pos. 1 30

165

M5

L1 1

3L2

5L3

T2 1

4T2

6T3

1 x 1 ... 4 mm

2 x 1 ... 4 mm

1 x AWG 18 ... 14

2 x AWG 18 ... 14

2

2

1 x 0,75 ... 2,5 mm

2 x 0,75 ... 2,5 mm

1 x AWG 18 ... 14

2 x AWG 18 ... 14

2

2
1 x 0,75 ... 2,5 mm

2 x 0,75 ... 2,5 mm

2

2

L

35
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Contactors LS and accessories

LS90N, LS110N, LR7N
INSTALLATION  INSTRUCTION
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4H06N-L

According to UL 60947-4-1
Use wire Cu 75°C only.   Enclosure with min. dimension 24 by 20 by 10 inches should be used. 

Use Pressure Terminal Connectors type ATK185, RB770185

Wire Connectors and Soldering Lugs or Wire connectors (Cable pole-shoe) crimped with special factory crimp tool.

Suitable for use on a circuit capable of delivering not more than the max symmetrical amperes at the max voltage 

shown in table below.  

400/PK5 300J 400J

5

10

10

80 100

80 100

80 100

Fuse A/Class

Max Short-Circuit Current at 208  (kA)

Max Short-Circuit Current at 240-480V (kA)

Max Short-Circuit Current at 600V (kA)

LS90N

Assembly Disassembly

LR7N

1
2

1
2

Disassembly

1

3

2

Assembly

11L

L3 2

5L3

2T1

T4 2

6T
3

L
if
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L
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400/PK5 300J 400J

10

10

10

80 100

80 100

80 100

LS110N

Definite Purpose magnetic motor controller. Breaking all lines. Max 600V AC, 50/60 Hz:

TYPE

LS90N

LS110N

Herm. ref. comp, AC-8a

FLA

156

192

LRA

1050

1050


