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LS..K mini contactors and SH..K mini contactor relays

Auxiliary contact blocks Reversing solutions Full protection 
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LS05K..A, LS06K..A  3-pole mini contactors 

AC operated

• 
• 
• 

IEC UL/CSA Rated control circuit  
voltage
Uc

Auxiliary 
contacts 

Type Order code Weight

Pkg
(1 pce)

Rated operational 3-phase 
motor 
rating
480 V

General 
use 
rating
600 V AC

power

400 V
AC-3

current
55 °C

AC-1
A hp A

4 5 1 0 0.170
0 1 0.170

110...115 1 0 0.170
0 1 0.170
1 0 0.170
0 1 0.170

5.5 7.5 1 0 0.170
0 1 0.170

110...115 1 0 0.170
0 1 0.170
1 0 0.170
0 1 0.170

56  2.20’’

31  1.22’’

2.
25

  0
.0

8’’

45  1.77’’

48
  1

.8
9’’

LS05K..A, LS06K..A
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LS05K..D  3-pole mini contactors 

DC operated

• 
• 
• 

IEC UL/CSA Rated 
control 
circuit  
voltage
Uc

Auxiliary 
contacts 

Type Order code Weight

Pkg
(1pce)

Rated operational 3-phase 
motor 
rating
480 V

General 
use 
rating
600 V AC

power

400 V
AC-3

current
55 °C

AC-1
A hp A

4 5 1 0
0 1
1 0
0 1

45  1.77’’

48
  1

.8
9’’

68  2.68’’

2.
20

  0
.0

8’’

31  1.22’’

LS05K..D
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LS05K..A  4-pole mini contactors

AC operated

• 
• 
• 

IEC UL/CSA Rated control circuit  
voltage
Uc

Auxiliary 
contacts 

Type Order code Weight

Pkg
(1 pce)

Rated operational 3-phase 
motor 
rating
480 V

General 
use 
rating
600 V AC

current
55 °C

AC-1
A hp A

4 N.O. main poles
5 0 0 0.170

0 0 0.170

56  2.20’’

31  1.22’’

2.
25

  0
.0

8’’

45  1.77’’

48
  1

.8
9’’

LS05K..A

   6



LS05K..D 4-pole mini contactors

DC operated

45  1.77’’

48
  1

.8
9’’

68  2.68’’

2.
20

  0
.0

8’’

31  1.22’’

LS05K..D

• 
• 
• 

IEC UL/CSA Rated control circuit  
voltage
Uc

Auxiliary 
contacts 

Type Order code Weight

Pkg
(1 pce)

Rated operational 3-phase 
motor 
rating
480 V

General 
use 
rating
600 V AC

current
55 °C

AC-1
A hp A

4 N.O. main poles
5 0 0

0 0
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SH05K..A  4-pole mini contactor relays 
AC operated

• 
• 
• 

Rated control circuit  
voltage
Uc

Auxiliary 
contacts 

Type Order code Weight
Pkg
(1 pce)

4 N.O. poles
4 0 0.170
4 0 0.170
4 0 0.170

3 N.O. + 1 N.C. poles
3 1 0.170
3 1 0.170
3 1 0.170

2 N.O. + 2 N.C. poles
0.170
0.170
0.170

56  2.20’’

31  1.22’’

2.
25

  0
.0

8’’

45  1.77’’

48
  1

.8
9’’

SH05K..A
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SH05K..D 4-pole mini contactor relays 
DC operated

• 
• 
• 

Rated control circuit  
voltage
Uc

Auxiliary 
contacts 

Type Order code Weight

Pkg
(1 pce)

4 N.O. poles
4 0

3 N.O. + 1 N.C. poles
3 1

2 N.O. + 2 N.C. poles

45  1.77’’

48
  1

.8
9’’

68  2.68’’

2.
20

  0
.0

8’’

31  1.22’’

SH05K..D
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Accessories

Auxiliary contact blocks for LS..K mini contacors and SH..K mini contactors relays
Suitable for Auxiliary 

contacts
Type Order code Weight

Pkg
(1 pce)

Front mounted instantaneous auxiliary contact blocks
All LS05K, LS06K and SH05K variants  4 0 0.040

3 1 0.040
0.040

Side mounted instantaneous auxiliary contact block
All LS05K, LS06K and SH05K variants 1 0 0.017

0 1 0.017

Other accessories for LS..K mini contacors and SH..K mini contactors relays
Suitable for Rated control 

circuit voltage
Uc

Protection 
type

Type Order code Weight

Pkg
(1 pce)

Surge suppressors for contactor coils
 All LS05K, LS06K and SH05K  
AC operated variants

– 0.006
– 0.006

 All LS05K, LS06K and SH05K  
DC operated variants

– – Diode 0.006

Mechanical interlock
All LS05K, LS06K and SH05K variants 0.003

Connecting link with manual motor starters
All LS05K and LS06K variants
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LS05K, LS06K 3-pole and 4-pole mini contactors

Main pole – Utilization characteristics according to IEC
AC operated LS05K..A LS06K..A
DC operated LS05K..D

Standards

 
 

 

 

16 A
16 A
16 A
16 A

 

9 A
9 A
8 A 10 A

5 A 

M
3

 

9 A

M
3

8 A 

M
3

 

 

10 A
8 A

 

 
9 A
9 A
6 A

 

 9 A
8 A
7 A

0.8 A

 

10 s 96 A
90 A

AC
DC

M
3
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LS05K, LS06K  3-pole and 4-pole mini contactors

Main pole – Utilization characteristics according to UL/NEMA/CSA
AC operated LS05K..A LS06K..A
DC operated LS05K..D

Standards

 

9.8 A 9.8 A
10 A
0.5 hp 0.5 hp
1.5 hp

 

11 A 11 A
9.6 A 9.6 A
6.1 A 9.7 A
7.6 A 11 A
6.1 A 11 A
3 hp 3 hp
3 hp 3 hp
3 hp 5 hp
5 hp 7.5 hp
5 hp 10 hp

50 A

General technical data
AC operated LS05K..A LS06K..A
DC operated LS05K..D

3000 m
10

Sinusoidal
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Magnet system characteristics for LS05K..A, LS06K..A mini contactors
AC operated LS05K..A LS06K..A

AC supply

Magnet system characteristics for LS05K..D contactors
DC operated LS05K..D

DC supply

Mounting characteristics and conditions for use
AC operated LS05K..A LS06K..A
DC operated LS05K..D

Pos. 1

Pos. 2

Pos. 4

Pos. 1 ± 30°

- 30°+ 30°

Pos. 5 Pos. 6

Pos. 3

LS05K, LS06K  3-pole and 4-pole mini contactors
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Built-in auxiliary contact according to IEC
Types Built-in auxiliary contacts
Standards

10 A
6 A
4 A

1.5 A
5 A

0.55 A
0.3 A
0.15 A
10 A

 

Built-in auxiliary contact according to UL/CSA
Types Built-in auxiliary contacts
Standards

Pilot duty A600, Q600

Connection
AC operated LS05K..A, LS06K..A
DC operated LS05K..D

Terminals

0.75 ... 4 mm²

0.75 ... 1.5 mm²

9 mm

Coil terminals

0.75 ... 1.5 mm²

9 mm

 

All terminals

All terminals

LS05K, LS06K  3-pole and 4-pole mini contactors
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Main pole – Utilization characteristics according to IEC
AC operated SH05K..A
DC operated SH05K..D

Standards

10 A
6 A
4 A

1.5 A
5 A

0.55 A
0.3 A
0.15 A
10 A

 

Main pole – Utilization characteristics according to UL/NEMA/CSA
AC operated SH05K..A
DC operated SH05K..D

Standards

Pilot duty A600, Q600

SH05K 4-pole mini contactor relays
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General technical data
AC operated SH05K..A
DC operated SH05K..D

 

3000 m
10

Sinusoidal

Magnet system characteristics for SH05K..A mini contactor relays
AC operated SH05K..A

 AC supply

Magnet system characteristics for SK05K..D mini contactor relays
DC operated SH05K..D

DC supply

SH05K 4-pole mini contactor relays
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SH05K 4-pole mini contactor relays

Mounting characteristics and conditions for use
AC operated SH05K..A
DC operated SH05K..D

Pos. 1

Pos. 2

Pos. 4

Pos. 1 ± 30°

- 30°+ 30°

Pos. 5 Pos. 6

Pos. 3

Connection characteristics
AC operated SH05K..A
DC operated SH05K..D

Terminals

0.75 ... 4 mm²

0.75 ... 1.5 mm²

9 mm

Coil terminals

0.75 ... 1.5 mm²

9 mm

 

All terminals

All terminals
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Auxiliary contacts for front mounting and side mounting according to IEC
Types HS05K-F, HS05K-L
Standards

10 A
6 A
4 A

1.5 A
10 A

 

Auxiliary contacts for front mounting and side mounting according to UL/CSA
Types HS05K-F, HS05K-L
Standards

Pilot duty A600, Q600

Connection characteristics
Terminals 

0.75 ... 1.5 mm²

9 mm

 

All terminals

Accessories
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LS..K 3-pole mini contactors LS..K 4-pole mini contactors

1L1  3L2  5L3  13NO   A1

2T1  4T2  6T3 14NO    A2

MC..310A

1L1  3L2  5L3  21NC   A1

2T1  4T2  6T3  22NC   A2

MC..301A

  1L1  3L2  5L3  7L4     A1

2T1  4T2  6T3  8T4     A2

MC..440A

SH..K 4-pole mini contactor relays

MCR..040A

 14  24  34  44 A2
NO NO NO NO    

 13  23  33  43 A1
NO NO NO NO    

 13  21  33  43 A1
NO NC NO NO    

 14  22  34  44 A2
NO NC NO NO    

MCR..031A MCR..022A

 13  21  31  43 A1
NO NC NC NO     

 14  22  32  44 A2
NO NC NC NO    

HS05K-L.. 1-pole side-mounted auxiliary contact blocks

MARL110A..S

93

94

04

03

NO          NC

MARL101A..S

91

92

02

01

HS05K-F 4-pole front-mounted auxiliary contact blocks

 53  63   73  83 
NO NO  NO NO

MARN440A

746454 84

 53   61   73  83 
NO  NC  NO NO

MARN431A..

746254 84

 53  61  71   83 
NO NC NC  NO

MARN422A..

726254 84

EB05K Surge suppressors

A1

A2 E0
73

4D

A1+

A2-
Diode

LS..K mini contactors, SH..K 4-pole mini contactor relays 
and auxiliary contact blocks
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LS..K mini contactors and SH..K mini contacor relays
Dimensions

56  2.20’’

31  1.22’’

2.
25

  0
.0

8’’

45  1.77’’

48
  1

.8
9’’

45  1.77’’

48
  1

.8
9’’

68  2.68’’

2.
20

  0
.0

8’’

31  1.22’’

LS05K..A, LS06K..A, SH05K..A LS05K..D, SH05K..D

45  1.77’’

27
  1

.0
6’’

38.15  1.50’’

36.2  1.43’’ 8.80  0.35’’

48
  1

.8
9’’

94.15  3.70’’

27
  1

.0
6’’

38.15  1.50’’

36.2  1.43’’ 8.80  0.35’’

106.15  4.17’’45  1.77’’

48
  1

.8
9’’

LS05K..A, LS06K..A, SH05K..A LS05K..D,  SH05K..D

56  2.20’’

42
.5

  1
.6

7’’

9.80  0.37’’

48
  1

.8
9’’

45  1.77’’
68  2.68’’

42
.5

  1
.6

7’’

9.80  0.37’’

45  1.77’’

48
  1

.8
9’’

LS05K..A, LS06K..A, SH05K..A LS05K..D,  SH05K..D

21.5  0.85’’

8.7  0.34’’ 17
.5

  0
.6

9’’

48
  1

.8
9’’

45  1.77’’ 77.5  3.05’’

21.5  0.85’’

8.7  0.34’’ 17
.5

  0
.6

9’’

45  1.77’’

48
  1

.8
9’’

89.5  3.53’’

LS05K..A, LS06K..A, SH05K..A LS05K..D, SH05K..D

35  1.38"

40
  1

.5
7"
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Via Lisbona 28A/5 - 35127 Padova
049 8075544 - info@elettra.it

www.elettra.it


