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Notice:
This product has been designed for environment A. Use of this product in enviroment B may cause unwanted electromagnetic disturbance in wich
case the user may be required to take adequate mitigation measures

M 3,5

1 Nm -
9 Ib.in

ø 5,5 Pz 2

2 x AWG 18 ... 14
1 x AWG 18 ... 14

1 x 1 ... 4 mm²
2 x 1 ... 4 mm²

1 x 0,75 ... 2,5mm² 
2 x 0,75 ... 2,5mm² 

2 x AWG 18 .. 14
1 x AWG 18 .. 14

1 x 0,75 ... 2,5 mm² 
2 x 0,75 ... 2,5 mm² 

1 x 0,75 ... 2,5 mm² 
2 x 0,75 ... 2,5 mm² 

I > 3,5 mm
L < 8 mm

9 mm

LI

A2

A1

According to UL60947-4-1
Use wire Cu 75°C only.

LS90N-40, LS110N-40: use Pressure Terminal Connectors ATK185, RB770185 or use Listed (ZMVV) Wire
Connectors and Soldering Lugs. Wire connectors (Cable pole-shoe) crimped with special factory crimp
tool.
Enclosure with min. dimension 24 by 20 by 10 inches should be used.

LS132N-40, LS160N-40, LS200N-40: use Pressure Terminal Connectors ATK300, ABB ATK300/2, T&B
RB770300, T&B RB770302 or use Listed (ZMVV) Wire Connectors and Soldering Lugs. Wire connectors
(Cable pole-shoe) crimped with special factory crimp tool.
Enclosure with min. dimension 36 by 30 by 12 inches should be used.

M10 Max 32 mm

Max 10 mm

Max 32 mm

28 Nm - 248 lb.in.

LS132N-40, LS160N-40, LS200N-40

M8 Max 24 mm Max 24 mm

Max 8 mm
18 Nm - 160 lb.in.

LS90N-40, LS110N-40

2,9 Nm - 26 lb.in

B

A

> 5 mm
4x M5

LS90N-40
LS110N-40

A

B

165 mm

70 mm

LS132N-40
LS160N-40
LS200N-40

A 187 mm

B 87,5 mm

> 5 mm

Pos. 5 

Pos. 1 

Pos. 4 Pos. 3 

Pos. 2 30°30°

Pos 1 ± 30°
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TYPE FLA

Herm. ref. comp, AC-8a

LRA

Ballast, AC-5a/

Resistance air heating

LS110N-40

200

250

1400 250

300

400

450
520

1500

300

350
520

2100

2450
3120

LS132N-40

LS160N-40
LS200N-40

LS90N-40

Definite Purpose magnetic motor controller. Breaking all lines.
Max 600V AC, 50/60 Hz:

VoltageThermal
Continuous
Current

Make/Break
Current

Rating code

A 600 10A

2.5A

120V  AC 60 A / 6 A

240V  AC 30 A / 3 A

480V  AC 15 A / 1.5 A

600V  AC 12 A / 1.2 A

125V DC

250V DC

0.55 A

0.27 A

Q 300

H07N-L Pilot duty acc. to UL60947-4-1

AssemblyDisassembly

H07N-L
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