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M 3,5

1 Nm

L

ø 5,5 Pz 2

1 x 1 ... 4 mm²
2 x 1 ... 4 mm²

1 x 0,75 ... 2,5 mm² 
2 x 0,75 ... 2,5 mm² 

1 x 0,75 ... 2,5 mm² 
2 x 0,75 ... 2,5 mm² 

I > 3,5 mm
L < 8 mm L = 9 mm
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LS375N-40LS280N-40

Dimensions in mm
1)     Screw, nut and washer by-packed
2)     Min. distance to uninsulated wall
3)     Damping elements are included
4)     Earthing screw
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Assembly / Disassembly

Warning: Ensure that no liquids, dust or other objects enter the contactor during installation.
Installation in enclosure (box, cubicle) or locked, dry and clean room. Auxiliary contact terminals are �nger proof
(degree of protection IP 20). Main terminals are not protected. Except for the terminals, no live parts are accessible.
LS280-40          17.2 kg
LS375-40          17.5 kg

LS280N-40, LS375N-40 are installed with four M6 screws.
Mounting hardware kit with damping devices comes with contactor.

1)     Smallest distance.
2)     Gives min. distance F1 = Distance
         between the poles, on one contactor
3)     Screws and damping elements are included
        

Dimensions in mm
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